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2005 Cadillac SRX 


1. The Cadillac SRX is Cadillac’s new crossover SUV that is smaller than the 
large Escalade. This Cadillac uses the B106 keyway and the PK3+ key. The 
locks are manufactured by Oratech and the code series is “O”001–”O”2000. 
The SRX is programmable with the standard GM on-board procedure 
consisting of the 3, ten minute key cycles. Replacement locks and parts 
are available from A-1 Security Manufacturing Corp., the pinning kit for 
these locks is A-1 #20001. 


Ignition Lock Removal 


2. The easiest way 
to make a key for 
these vehicles is 
to pick out the 
ignition. The 
ignition must be 
all the way in 
“START position 
for removal. Be 
sure to disconnect 
the battery to 
prevent the car 
from starting 
during ignition 
removal. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. Begin by removing the 
tilt-lever handle. 


4. Next we will pry 
off the plastic cap 
on the ignition 
cylinder. It can 
be reused. 


National Locksmith Automobile Association 
Issue No. 74 • 3 


5. Next, remove the two 
Torx 20 screws that hold 
the shroud to the column. 


6. Carefully pull the 
bottom half of the 
shroud apart. 
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7. Now remove the large antenna ring. 


8. You now have access to the sidebar. 
Apply pressure to the sidebar with 
a modified tension wrench. 
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10. After you feel the sidebar depress you will 
need to insert a B106 key that has been cut to all 
“4” depths into the lock. This will get the key 
buzzer out of the way so you can rotate the 
cylinder all the way to “START.” 


9. At the same time you are applying pressure to 
the sidebar rake the wafers. 
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11. With the cylinder in the “START” position you can 
depress the retainer. 


12. The cylinder can now be removed. 
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13. The last 4 numbers of 
the code is stamped on the 
rear of the cylinder. You 
will need to add an “O” to 
get the correct code. 


14. The door lock is not 
too easy to remove. You 
must remove the door 
panel. The lock contains 
cuts 2-10 which should 
give enough information 
for a complete key. 


Door Lock Removal and Disassembly 
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15. Begin by removing the vertical button. 


16. Next, remove the two large Phillips screws 
behind the inside hand-pull. 
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17. Now remove the triangular trim piece on the top 
forward edge of the panel. 


19. Now you can remove the panel by pulling outward. 
20. The panel removed. 


18. Now remove the plastic trim piece behind the inside 
door handle and disconnect the electrical connector. 
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22. Now you can remove 
the plastic cap. 


21. Now through the 
access hole in the edge of 
the door you will need to 
loosen the Torx 20 that 
holds on the plastic cap 
that fits over the lock on 
the outside of the door. Do 
not remove this Torx 20 
completely; it may fall 
down into the door. 


National Locksmith Automobile Association 
Issue No. 74 • 11 


23. With the cap removed you can release the 
spring retainer that holds the lock in. Insert 
two small flat-blade screwdrivers at the 
2 o’clock and 6 o’clock to release the lock 
into the interior of the door. 


24. The lock removed. 
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Door Lock Disassembly 


26. Next, remove the face 
cap. Be careful not to lose 
the ball bearing. 


25. Begin by removing 
the large “E” clip and 
the tailpiece. 


National Locksmith Automobile Association 
Issue No. 74 • 13 


28. The lock and all components. The lock contains positions 2–10 and the wafers are stamped. 


Glove Box Lock Removal and Disassembly 


29. The glove box 
is easy to remove 
and disassemble; 
it contains 
positions 6–10. 
The wafers and 
retainer are thin 
so be careful not 
to bend them as 
we did. 
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30. There are two 
Phillips screws 
holding the 
lock in. 


31. The plug can be removed by depressing 
the retainer. Note the bent wafer. 
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